














FRONT-PANEL INTRODUCTION
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Power switch (ON = /OFF ML )

Press to turn on the power, press to cut off the power.

MENU

Enter the main menu page.

Bluetooth

Enter the Bluetooth manage page.

INPUT

Cycle switching the audio source.

MODE
Cycle switching the play mode.

LCD Display
Display parameters and content.

IRM
Remote control receiving unit.

Previous Song
USB play: previous song.

Next Song
USB play: next song.

Pre/#

Pre cursor/Key up.
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SAVE/SET
Save or set, confirm.

EXIT/Play/Pause
Exit or back / USB play: pause or play.

Next/b

Next cursor / Key down.

MUSIC VOL/EDIT
Music volume edit / edit parameters.

MIC VOL
Mic volume edit.

ECHO VOL
Echo volume edit.

UsB
USB play port.

MIC VOL
Mic sensitivity edit.

MIC1/MIC2
Mic port.




REAR-PANEL INTRODUCTION
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BT ANT

Bluetooth antenna.

HDMI port

HDMI IN1 and HDMI IN2 are input port; HDMI OUT(ARC)
is output port. When connect to TV device, HDMI
OUT(ARC) can input TV audio using ARC function.

MIC3/MIC4
Mic port.

KARAOKE input port
Audio input port.

AUX input port
Audio input port.

OUT output port

Can use Subwoofer/Center output, or Pre-Left/Pre-Right
output mode, switch by software.

RS232 port

Connectto PC, control parameters by using GUI software.

Ventilation Fan

Ventilation Fan, Please don't blocking.

Speaker Out
Right channel output(8Q), red is “+” and black is “-”.

Speaker Out

Left channel output(8Q), red is “+” and black is “-".

115/230V switch

For different voltage. Non-professionals do not switch.

Fuse

Protect device. Non-professionals do not replace.

Power

AC power input interface.




SYSTEM CONNECTION

Subwoofer

active speaker PC HDMI monitor or TV Right Speaker Left Speaker

HDMI DVD Player
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ACINPUT 50/60Hz 115VAC/230VAC
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FUSE TI2AL@115VAC
T7AL@230VAC

E Amplifier

| D= |elele| el

KARAOKE Player CD Player Right Speaker Left Speaker

1, Speaker Connect

SPEAKER OUT

e(0)®

Left Speaker

e(0)®

Right Speaker

2. PRE out mode connect

The default output mode is S.W/C, when use PRE output mode, you need to change the output mode to PRE out.



SYSTEM CONNECTION

B Use speakerinterfaces connect Bl Use HDMI interface connect

1. Unscrew the knob of the terminal. 1. (E‘EJMTNputer,HDIJDMI DVD player, etc, connectthe hdmi port to device

. or [ﬁm , and switch the input source to HDMI1 or HDMI2.
2. Insertthe speaker wire stripped into the wire hole.
3. Tighten the kbob of the terminal. 2. HDMIOUT(ARC) port connect to monitor or TV.

3. Ifuse the ARC function, connect the TV HDMI(ARC) port to

device HDMI OUT(ARC) port, and switch input source to HDMI
OUT(ARC).

Attention: If TV has no “ARC” flag, then it may not support “ARC” function.
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Before connecting, peel off - T
the wire end skin with pliers
about 15mm.
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B Use RCAinterfaces connect N

When connecting RCA wire, please match the color.
The red wire connect to the red jack, and the white wire
connect to the white Jack.

1. Insert the USB device.
2. Play music with the device.

Attention
® Pay attention to the wire stripped (pure conductor), for B Use Bluetooth interface connect
protecting the device please do not contact with other
objects.

1
® Please use the 8Q speaker. ,
1

® Under 4Q speakeris notrecommended, it may trigger ey =
current protection which cause the amplifier relay off. )
a8 0
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1. Search the Bluetooth“BMB DAR-350H".
2. Click the name and pairing with the device.
3. Play music with the device.



BASIC OPERATION
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1. Operation instruction

€ Ithas4.3-inch RGB LCD screen, 480*272 resolutions to show the device and menu information.

& 3encoders (knobs): MUSIC VOL/EDIT is used to adjust the volume of music and the parameter adjustment of each menu, MIC
VOL is used to adjust the volume of the microphone, and ECHO VOL is used to adjust the volume of the echo.

4 10 buttons menu functions:
MENU: Enter the main menu page.
9 : Enter the bluetooth manage page.
INPUT: Cycle switching the audio source.
MODE: Cycle switching the play mode.
|« :usB play: previous song.
M| : USB play: next song.
P|| /EXIT :Exitorback/USB play: pause or play.
SAVE/SET : Save or set, confirm.

A # : Pre cursor/Key up.

v l) : Next cursor/Key down.



2. Home menu operation instructions

Input
USB

Mode
Popular

FBE
3

Key
]

The current page is mainly used to display the main information of the
device:

Press [ A# 1, [ v 1 toadjust music key.
Long press [SAVE/SET] to lock or unlock the panel.

There is ared arrow on the 3 volume faders, indicating the maximum
volume limit. The maximum value cannot be exceeded when adjusting
the volume.

Parameters Value
Music vol Mute, 1~50,Step 1
Mic vol Mute, 1~50,Step 1
Echo vol Mute, 1~50,Step 1

Mode Popular, Pro, Rock, Theater, Custom

KARAOKE, AUX, Bluetooth, USB,

Press [ A#1, [ V)] toswitch the cursor, press [SAVE/SET] to enter
the submenu, and press [EXIT] to return to the main menu.

Rotate the encoder [EDIT] to edit the parameter selected by the cursor.

Parameters Value
BT Trim -24.0~0dB, Step 0.5dB
USB Trim -24.0~0dB, Step 0.5dB
HDMI Trim -24.0~0dB, Step 0.5dB
Noise Gate OFF, -90~-42dB, Step 1dB

4.1 Music-EQ menu operation instructions
Music - Equalizer

+0.0(+0.0|+00|+00|+00

63.7 250 1000 4000 || 16000 | Hz

Select:*v|Adjust:Edit|Bypass:Save/Set |Return:Exit

Press [ A$1, [ b1 toswitch the cursor, select EQ, and rotate the
encoder [EDIT] to adjust EQ gain. There are 5 bands EQ in all, and
press [A# ], [vh 1to adjust more.

Press [SAVE/SET] to switch BYPASS state.

Input HDMI1, HDMI2, HDMI ARC Long press [SAVE/SET] for 3 seconds to switch to frequency adjustment
mode, and long press again to switch to gain adjustment mode.
FBE OFF, 1~5, Step 1 Press [EXIT] to return to the music menu.
Key b7~b1,8, #1~%7 Parameters Value
EQ Gain -24.0~12.0dB, Step 0.1dB
3. Main menu operation instructions
EQ Bypass ON, OFF
EQ Freq 19.7Hz~20KHz
MUSIC
EQ Bands 5

MIC
ECHO
OUTPUT
SYSTEH

Select:“v|Enter:Save/Set |Return:Exit

In any menu, press [MENU] to enter the main menu, as shown above,
there are 5 menu items, press [ A # 1, [ ¥} 1 to switch the cursor,
press [SAVE/SET] to enter, and press [EXIT] to return to the main

page.

4. Music menu operation instructions
MUSIC

BT Trim -12. 0dB
USB Trim -12. 0dB
HDMI Trim -12. 0dB
Noise Gate W OFF

Equalizer )3

Select:*v|Adjust:Edit|Enter:Save/Set|Return:Exit

5. Mic menu operation instructions

FBE (Anti-Feedback)

Noise Gate

Equalizer

Select:“v|Adjust:Edit|Enter:Save/Set|Return:Exit

Press [ A $] , [ wb ] toswitch the cursor, press [SAVE/SET] to enter
the submenu, and press [EXIT] to return to the main menu.

Rotate the encoder [EDIT] to edit the parameter selected by the cursor.

Parameters Value
FBE(Anti- -

Feedback) OFF, 1~5, Step 1
Noise Gate OFF, -90~-42dB, Step 1dB




5.1 Mic-EQ menu operation instructions

MIC - Equalizer

+0.0(+0.0(+0.0|+00|+0.0

250 405 Hz

Select:”v|Adjust:Edit|Bypass:Save/Set|Return:Exit

Press [a#1, [¥h] toswitch the cursor, select EQ, and rotate the
encoder [EDIT] to adjust EQ gain. There are 12 bands EQ in all, and
press [a$1, [ vh] toadjustmore.

Press [ SAVE/SET] to switch BYPASS state.

Long press [SAVE/SET] for 3 seconds to switch to frequency adjustment
mode, and long press again to switch to gain adjustment mode.

Press [EXIT] to return to the mic menu.

Parameters Value
EQ Gain -24.0~12.0dB, Step 0.1dB
EQ Bypass ON, OFF
EQFreq 19.7Hz~20KHz
EQ Bands 12

6. Echo menu operation instructions

Select: v|Enter:Save/Set |Return:Exit

Press [ad] , LY} 1 to switch the cursor, press [SAVE/SET] to
enter the submenu, press [EXIT] to return to the main menu.

6.1 Echo-Delay menu operation instructions

ECHO - Delay

Pre-Delay [ 1}

Delay nil

Repeat time

Select:”v|Adjust:Edit|Return:Exit

Press [ A #1, [ ¥b ] toswitch the cursor, and rotate the encoder
[EDIT] to adjust the selected parameter.

Press [EXIT] to return to the echo menu.

Parameters Value
Pre-Delay 0~250ms, Step 1ms
Delay 100~600ms, Step 5ms

Repeat time 0~90%, Step 1%
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6.2 Echo-Reverb menu operation instructions

ECHO - Reverb

Type | |

Pre-Delay nil

Reverb-Time

Select:*v|Adjust:Edit|Return:Exit

Press [ A#1, [ ¥b ] toswitch the cursor, and rotate the encoder
[EDIT] to adjust the selected parameter.

Press [EXIT] to return to the echo menu.

Parameters Value
Type OFF, Room, Hall, Church
Pre-Delay 0~250ms, Step 10ms

Reverb-Time

0.5~6.0s, Step 0.1s

7. Output menu operation instructions

OUTPUT

OQutput L/R
Center
Sub Woofer

Mode Switch PRE

Select:*v|Adjust:Edit|Enter:Save/Set |Return:Exit

Press [a ¥, [ vb] toswitchthe cursor, press [SAVE/SET] to enter
the submenu, and press [EXIT] to return to the main menu.

Press [a$] , L¥b1 toswitch the cursor, and rotate the encoder
[EDIT] to adjust the selected parameter.

Parameters Value

Mode Switch PRE, Cent+Sub

7.1 Output-Output L/R menu operation
instructions

OUTPUT - Cutput L/R
Volume L -1.0dB

Volume R -1. 0dB

Equalizer >

Select:*v|Adjust:Edit |Enter:Save/Set |Return:Exit

Press [a ] , [ ¥)h1 toswitch the cursor, and rotate the encoder
[EDIT] to adjust the selected parameter. Press [SAVE/SET] to enter
the submenu, the equalization operation is the same as the music
equalization page.

Press [EXIT] to return to the output menu.



8. System menu operation instructions
Parameters Value
SYSTEM

Volume L Mute, -30~0dB, Step 0.5dB

Boot mode
Volume R Mute, -30~0dB, Step 0.5dB Yom weibm

Bluetooth

7.2 Output-Center menu operation instructions Display

OUTPUT-Center Factory reset

Select:”v|Enter;Save/Set |Return;Exit

Main Volume | |

Music Volume Press [Af] G 4 b 1 to switch the cursor, press [SAVE/SET] to

Mic Volume enter the submenu, and press [EXIT] to return to the main menu.

Echo Volume

Bqualizer 8.1 System-Boot mode menu operation
instructions

Select:*v|Adjust:Edit|Enter:Save/Set|Return:Exit
SYSTEM - Boot mode
Press [ ao$1, [¥bh] toswitch the cursor, and rotate the encoder
[EDIT] to adjust the selected parameter. Press [SAVE/SET] to enter
the submenu, the equalization operation is the same as the music Popular
equalization page.

Pro
Press [EXIT] to return to the output menu. s e ce Rock
Theater
Parameters Value
Custom
Main Volume Mute, -30~0dB, Step 0.5dB
Select:*v|Adjust:Edit|Enter:Save/Set |Return:Exit
Music Volume Mute, -30~0dB, Step 0.5dB

Set the selected mode every time you turn on the power.

Press [a$1, [ vb] toswitch the cursor, and press [SAVE/SET]
Mic Volume Mute, -30~0dB, Step 0.5dB to confirm.

Press [EXIT] to return to the system menu.

Echo Volume Mute, -30~0dB, Step 0.5dB

8.2 System-Max volume menu operation

instructions
7.3 Output-Sub Woofer menu operation

instructions SYSTEM - Max volune

OUTPUT-Sub Woofer

Sub Volume 0. 0dB
Music Volume il 0. 0dB
Mic Volume | ] 0. 0dB
Echo Volume L} 0. 0dB

High—Cut | i} 180Hz

Select:v|Adjust:Edit|Return:Exit

Seleet: "v|Adjust:Edit|Enter:Save/Set |Return:Exit Set the maximum value of the adjustable volume, which is used to limit

the sound level.

Press [ a$] , [v b1 to switch the cursor, and rotate the encoder

[EDIT] to adjust the selected parameter. Press [SAVE/SET] to enter Press [a ] Ly b 1 to switch the cursor, and rotate the encoder
the submenu, the equalization operation is the same as the music [EDITI to adjust the selected parameter.
equalization page. Press [EXIT] to return to the system menu.
Press [EXIT] to return to the output menu.
Parameters Value
Parameters Value
Music Mute, 1~50, Step 1
Main Volume Mute, -30~0dB, Step 0.5dB Y P
Mic Mute, 1~50, Step 1
Music Volume Mute, -30~0dB, Step 0.5dB P
Echo Mute, 1~50, Step 1
Mic Volume Mute, -30~0dB, Step 0.5dB P
Echo Volume Mute, -30~0dB, Step 0.5dB
High-Cut 35.1~2000Hz, FLAT
Low-Cut FLAT, 19.7~1000Hz
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8.3 System-Display menu operation
instructions

SYSTEM - Display

Language H13C English
Screen Saver OFF
LCD OFF OFF
LCD Brightness 80%

Select:“v!Adjust:Edit\Return:Exit

Press [a #1, [ Vb1 toswitch the cursor, and rotate the encoder
[EDIT] to adjust the selected parameter.

Press [EXIT] to return to the system menu.

Parameters Value

Language F1XZ(Chinese)/Engllish

Screen Saver | OFF, 10, 60, 180, 300, 600, 1800, 3600(s)

LCD OFF OFF, 10, 60, 180, 300, 600, 1800, 3600(s)

LCD

~ 0, 0,
Brightness 10~100%, Step 10%

8.4 System-Bluetooth menu operation
instructions

SYSTEM - Bluetooth

Bluetooth device A Not connect

Bluetooth device B Not connect

Modify Bluetooth ID

Disconnect active devide:Save/Set|Return:Exit

Press [ @1 to directly enter the Bluetooth menu.
Press [ A #1, ['vh] to switch cursor.

When the cursor is on Bluetooth A, B, press [SAVE/SET] once to
disconnect a Bluetooth device. When the cursor is on the modify
Bluetooth ID, press [SAVE/SET] to enter the next menu to modify
the Bluetooth ID.

Modify Bluetooth ID

All erase

BMB DAR-350H

Restore

Select:"v|Adjust:Edit|Enter:Save/Set |Return:Exit

When the cursoris on the ID, press [1«1 , [ W] to move the ID
character position, and rotate the encoder [EDIT] to edit the
character. Press [SAVE/SET] to confirm the ID modification, and
then return to the previous menu.

When the cursor is at “All erase”, press [SAVE/SET] to clear all
characters of ID.

When the cursor is at “Restore”, press [SAVE/SET] to restore all the
default characters of the ID.

Note: When connecting the Bluetooth device for the first time, please
make sure that the other device is not connected.

Search the Bluetooth name “BMB DAR-350H", and click the name to pair.
After pairing, you can directly click the paired name to connect next time.
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8.5 System-Factory reset menu operation
instructions

SYSTEM - Factory reset

Restore factory setting?

Reset:Save/Set|Return:Exit

Press [SAVE/SET] to restore factory setting.
Press [EXIT] to return to the system menu.

8.6 System-Version

SYSTEM - Version

Version:5.0.8

Return:Exit

Press [EXIT] to return to the system menu.

9. Mode save menu operation instructions

Mode save

Popular

Pro

Mode saved as: Rock
Theater

Custom

Select: v|Store:Save/Set |Return:Exit

Save the adjusted parameters to the corresponding mode.

Press [a$1, [ ¥h] toswitch the cursor, press [SAVE/SET] to
save, and press [EXIT] to return to the main menu.

10. USB play menu operation instructions

USB Play

Play number: 2/4
Play status: play

Play progress: 00:03/03:20

Song name: (l-seto—takematu-1.wma

Inserting the USB playback device will directly switch to this menu.
After inserting the USB playback device, press [EXIT], [« ] and
[ W1 inotherinterface will switch to this menu.

In this menu, press [EXIT] , [« 1, [ W] torealize playback
operation.

Press [IMENU] to return to the main menu.



11.Remote control

9 : Enter the Bluetooth manage page.
FBE: Control the Anti-Feedback.
USB: Enter the USB manage page.
Music Mute: Mute/Unmute the music.
Mic Mute: Mute/Unmute the mic.

Bluetooth: Set audio source to Bluetooth. —
KARAOKE: Set audio source to KARAOKE. s IRI=0
AUX: Set audio source to AUX.
HDMI1: Set audio/video source to HDMI1.

HDMI2: Set audio/video source to HDMI2.

HDMI ARC: Set audio source to HDMI ARC.
MUSIC +: Turn up the music volume.
MUSIC -: Turn down the music volume.
MIC +: Turn up the mic volume.
MIC -: Turn down the mic volume.
ECHO +: Turn up the echo volume.
ECHO -: Turn down the echo volume.
MENU: Enter the main menu page.
EXIT: Exit or back.
MODE+: Switching to next play mode.
MODE-: Switching to previous play mode.
A : Pre cursor.
W :Nextcursor.
= :Turndown the value.
= :Turnup the value.
SAVE SET: Save or set, confirm.

l) : Key down.

h :Key Reset.

# : Key up.

144 :USB Play: previous song.

» :USBPlay:play song. Remote Controller
RMR-350
Il :USBPlay: pause song. Work with DAR-350 Series

»p»1 :USB Play: next song.

12. GUl software control
GUI software can be used to control the device.
Information: www.bmb.com

13.APP control

APP can be use to control the device.

Information: www.bmb.com
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TROUBLESHOOTING

Fault Reason Method
The volume knob n\w/aayllubee setto a minimum Adjust to the appropriate volume
Speaker wire disconnected Connect the speaker wire correctly
Speaker wire broken Repair wire breakage

Power on but no sound
Speaker wire short Repair short circuit

Overcurrent protection causes the

Turn off the power and restart
machine to lock up

No signal input Check and connect sound device

Connect the left and right channels

Speaker sounds abnormal Left and right channels reversed
correctly

Increase the volume of the corresponding

Only one speaker has sound The volume of some channel is low channel

B Automatic protection

1. Short circuit protection

The amplifier detects the real- time current through the sampling resistor. When the channel of the amplifier is short- circuited or current overloaded,
the amplifier will be automatically protected. The output will be cut off. After the fault is cleared, the power amplifier will return to normal.

2.DC protection

When the power amplifier channel outputs DC power, the amplifier will perform DC protection and cut off the output. After the fault is removed, the
power amplifier will return to normal.

3.Temperature protection

When temperature is too high, the amplifier will perform temperature protection and cut off the output. After the fault is removed, the power amplifier will
return to normal.
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SALES SERVICE

(1) This device as itis found to have defects, your local dealers will charge a fee for you to repair and replace defective parts according to your request.

(2) When you ask your local dealer for repairs before, first check the "Troubleshooting" chapter, and further examination.

Dealers Things to know:

If your customer put forward service requests , first check the following:

- Determine the details of the fault.

- Check all wires and connection.

+ Whether the source of the device connected to this unit is normal.

+ Will remind customers operating system considerations and use regulations.

USER LITERACY

+ Although Karaoke builds character on the assumption that the correct use of time and place,

otherwise, may sometimes disturb others. Please imagine for your neighbors.

« If you drunkenly singing, Karaoke volume may be too high.
Even small voice will become harsh, especially in the silence of the night.
Therefore, please pay special attention to volume levels, especially at night.

To prevent sound leakage, please close the window,
note that the user grace, in order to maintain a comfortable living environment.

INTELLECTUAL PROPERTY

- According to intellectual property law, broadcasting, music source, such as music cassettes, videotapes, CD, etc., are to be protected.

+ In addition to their own enjoyment, but for commercial purposes, distribute or lease the music source, or sell to others, are required to obtain
consent of the owner of intellectual property.

TRADEMARK

TM HDMI, the HDMI Logo, and HDMI High-Definition Multimedia Interface are trademarks
orregistered trademarks of HDMI Licensing Administrator, Inc.

HIGH-DEFINITION MULTIMEDIA INTERFACE
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TECHNICAL PARAMETERS

DAR-350H Karaoke A/V Amplifier parameter comparison table

Input Impedance

Parameteritems Standard conditions DAR-350H
Stereo mode @ 80 1kHz 350W
Sensitivity @ 8Q 1kHz 850mV
Frequency Response 20Hz-20kHz +0.5dB
@ 8Q 1kHz, MIC input 0.05%
Total Harmonic Distortion
@ 8Q 1kHz, AUX/KARAOKE input 0.05%
A-weighted, MIC input >85dB
Signal to Noise Ratio A-weighted, MIC mute, - oodE
AUX/KARAOKE input B
Intermodulation distortion @ 8Q 60Hz-7kHz <0.1%
Voltage gain @ 8Q 1kHz 36+1dB
Channel separation @ 80 1kHz >78dB
@ 1kHz balance 20kQ

Power consumption

AC power specifications

115V/230V 50/60Hz

Structure diagram

290

89 420
~i019 A
420
1 & )
2 oo o ¢
I —
Product dimensions W*D*H 420mmx290mmx89mm
Packaging dimensions W*D*H 561mmx470mmx175mm
Net weight 10.5kg
Gross Weight 13kg

USB Play: format support

Support FAT/FAT32 format flash disk, upper limit 32GB.
Support MP3/WAV/WMA/FLAC/APE format audio.
*Due to the audio file format, some audio may not play.

* Specifications are subject to change without notice.
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